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Testing Protocol – Sport Floor 

 
 
The following Testing Protocol applies for Sport Floor: 
 
1. The Sport Floor must meet the requirements set forth in the EN 14904 at the time of the 

laboratory test. Additional/specific requirements for wooden and synthetic flooring are as 
follows: 

 

• Wooden flooring 
Force Reduction acc. EN 14808 min. 50 % 
Requirements regarding uniformity ± 6 % absolute from average 
 
Sliding properties acc. prEN14903 min. 0.4 to max 0.6 
or acc. EN 13036-4 (dry condition) min. 80 max 120* 

 

• Synthetic flooring 
Force Reduction acc. EN 14808 min. 45 %** 
Requirements regarding uniformity ± 6 % absolute from average 
 
Sliding properties acc. prEN14903 min. 0.4 to max 0.6 
or acc. EN 13036-4 (dry condition) min. 80 max 120* 
Requirements regarding uniformity ± 25 % absolute from average 

 
2. The manufacturer and the flooring installation company (if any), shall provide the FIVB 

Testing laboratory with the following documentation package: 

• Lab Test Report of an ISO accredited Test House; 

• Description of the installation procedure including the list of used materials; 

• Maintenance advise; and 

• Result of the inspection and approval of any existing installation. 
 
Information: 
 
* The requirements for sliding properties are subject to change in the draft of the prEN 14904 

from 80 to 115. 
 
** The EN 14904 allows for Force Reduction of synthetic surfaces (point elastic type) a range 

of 25 to 35 for type 1 and a range of 35 to 45 for type 2. 
 
  


