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MIKASA BV550C CHECKLIST / 15T INSPECTION

(Mikasa Corporation)

AS ONE AS ONE

Event Date Inspection Environment
Referee Coach Temperature (°C)
Inspector signature Humidity (%)

Step-by-step Ball Inspection procedure for Mikasa BV550C
- Correctly inflate all Mikasa balls (aiming to 0.400 kgf/cm2 inner pressure). MUST ensure to lubricate the needle prior to use.
NOTE: Mikasa NDLSC lubricant (Glycerin) is recommended. Alternatively use any other lubricant
- Store in a room with controlled temperature and humidity for 24 hours maximum at the pressure 0.400 kgf/cm2. The temperate should be kept at
20 +/- 2 C and if possible, the humidity at 65% +/- 5%;
- After the 24-hour period, already in the presence of the Referee Coach check the ball pressure for each ball. This process should be done one ball
at the time. Again, MUST ensure to lubricate the needle prior to use;

- If the ball pressure is below 0.360 kgf/cm2, put the ball aside to be retested. (see last step at the bottom);

- If the ball pressure is 0.360 kgf/cm2 or above proceed to the next action which is to lower the pressure of the ball to 0.195 kgf/cm2 and leave in
the room with controlled temperature of 20+/- 2 degrees Celsius for 1 hour.
- Then with the assistance of the appropriate equipment and the BVB/47 checklist, measure the weight of each ball, followed by measuring the
circumference (3 different positions), and the weight (260-280gr);
IMPORTANT NOTE: The circumference test MUST be repeated 3 times, each time rotating the ball in a different direction and dropping it through
the measuring tool.
- For the balls that had dropped below the 0.360 kgf/cm2, it must be pumped back to 0.400 kgf/cm2 and repeat the 24h. If they hold the pressure at
0.360 or above, the balls can be weighed and tested for circumference at 0.195 kgf/ cm2 (see steps 5 and 6 above).
IMPORTANT NOTE: Any balls once again below the desired 0.360 kgf/cm2 must be put aside and marked as “Not Ok” at the BVB / 47 checklist.
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